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Operator’s Manual 

THIS IS A MANUAL PRODUCED BY JENSALES INC.  WITHOUT THE AUTHORIZATION OF  

J.I. CASE OR IT’S SUCCESSORS.  J.I. CASE AND IT’S SUCCESSORS 

 ARE NOT RESPONSIBLE FOR THE QUALITY OR ACCURACY OF THIS MANUAL. 

TRADE MARKS AND TRADE NAMES CONTAINED AND USED HEREIN ARE THOSE OF OTHERS,  

AND ARE USED HERE IN A DESCRIPTIVE SENSE TO REFER TO THE PRODUCTS OF OTHERS. 

580E

Tractor, Loader,

Backhoe

CA-O-580E TLB
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INTIRODUCTION 
'Y'O THE OWNER 

Read thiis manualcalre!fully before you operate the machine. If you do not 
completelly understand the operation lOr mai ntenance of this machi ne, see you r 
Case dealler. 

835074 

If you need mOire infolrmatiion, call us. 

The CASE CORPORATION can malke changes in design or specifications ofthe 
machine at any time with no obligation fOIr these changes. 
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IParking Brake 

• 805859 
Parkmg Bra~e Engagled 

Parking Brake Releasled 
805860 

33. PARKING BRAKE: Pull the con­
trol lever up to engage the parking 
brake and push down to rellease. See 
page 132 for parking brake adjust­
mernt. 

NOTIE: Thle parking brake warning 
bUz'zler will make a loud noise if the 
engine is running, the parking brake 
is engaged, and th,e transmission 
shuttle control is pushed ~orwlard. 

:34 

Differential Lock 

835132 

34. FOOT PEDAL FOR 01 FFEREN­
TIAL LOCK: The differential lock 
ca'uses both rear wheels to turn at 
the same speed. 

Refer to the two following condi­
tions before you actuate the cIIiffer­
ential lock. 

When the Machine is Stuck 

a. Make su re the rear wheels are 
not turning. 

b. Push down the clutch cutout 
pedal. 

c. Push down the differential 
lock pedal with your heel. 

d. Release the clutch cutout 
pedal. 

e. Increase the engine speed 
and release the differentiall lock 
pedal. 

NOTE: The differential lock will 
release automatically when the 
load is removed. 
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4. Return to the trench and lower bucket. 

Moving the Machine 
Foward When You 
Are Digging 

Level Ground 

You can use the backhoe to move 
the machineforwa.rd. 

1. Make sure the front wheels of 
the machine are straight forward. 

2. Decrease the engine speed to 
1000 rpm. 

3. Raise the boom and retract the 
dipper. Move the backhoe as re­
quired to put the bucket teeth on 
g'round that iis firm. 

4. Release the parking brake and 
make sure the transmission shuttle 
control and 4-speed transax,le are in 
NEUTRAL. 

80 

5. Raise the stabillizers and loader 
bucket about one foot (300 mm) 
above the ground. 

Moving the Machine 
On Level Ground 

835236 

6. Use the boom and dipper to 
move the machine. Slowly move the 
dipper out. At the same time, lower 
the boom. 

7. At the new position, lower the 
stabilizers and loader bucket to the 
ground. 
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Loader 

D 

~---------------E--------------~~~I 801122 . 

NOTE: Loader specifications taken with loader buckets shown below, 
backhoe, 14.9 x 24 - 6 PR rear tires and 7.50 x 16 - 10 PR front tires. 

Operating Data and Dimensions 

3;/4 cu yd short lip 
Bucket 

Maximum lift capacity to fulll height .5155 pounds (2338 kg) 
A Dump clearance at maximum height, 

45° dump •••••••••••..•••••• 8 ft 7-3/4 in. (2635 mm) 
Using clam •••••••••••.••••••••••••..•••••••••• 

B Dump reach at maximum hei!!;Jht, 
45° dump •••••••••••..••••••••• 25-1/2 in. (648 mm) 
42° dump clam closed .......................... . 
Height to bucket hinge pin ••••••• 10 ft 9 in. (3287 mm) 

C Overall operating height ••••••••••• 13 ft 3 in. (4045 mm) 
D Overall height to top of ROPS ••••••• 8 ft 7 in. (2616 mm) 

Overall heightto top of exhaust stack.8 ft 10-1/2 in. (2705 mm) 
Overall width at bucket •••••••.•••••• 74 in (1880 mm) 

E Overall length, loader bucket on ground and 
rear attachment in transport position 
With standard backhoe ••••••• 21 ft 8-1/4 in. (6620 mm) 
With Extendahoe ••••••••••• 22 ft 2-1/4 in. (6687 mm) 
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4-in-1 
Bucket 

4300 pounds (1950 kg) 

*8 ft 6-3/4 in. (2610 mm) 
10 ft (3056 mm) 

*24 in. (610 mm) 
27 in. (686 mm) 

10 ft 8-1/2 in. (3264 mm) 
18 ft 8 in. (5690 mm) 
8 ft 7 in. (2616 mm) 

8 ft 10-1/2 in. (2705 mm) 
82 in (2070 mm) 

22 ft 11-1-1/4 in. (6686 mm) 
22 ft 4-3/4 in. (6829 mm) 

*52° dump angle 
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